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Benefits of the Central
Heating Management 
System
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The Magic Heating Box® works like a natural heat 
exchange by the way it mixes the water for the central 
heating in the box. 
The shape of the box makes the water blend effi ciently 
before it travels to the radiators. 
By installing the Central Heating Management System 
you can reduce the temperature differential between the 
top and bottom of the radiators. 
The Magic Heating Box® incorporates an air vent which 
bleeds air from the system.  

Before 
installation

After
installation

The diagrams in the brochure are for illustration purposes only. We reserve the right to alter or change them at our discretion and without any prior notice.

Removing 
air from 
the system

Air Vent

A whole system comprising:

✓  Proven and independently   
 tested technology
✓  Fits to wet type central    
 heating systems
✓ Retro fit or new build 
✓ Accepts all types of typical   
 boilers
✓ Works with radiators and   
 underfloor heating
✓ Fits all types of pipe work
✓ Fits vented and pressurised   
 systems
✓ Compact and easy to install
✓ Provides opportunity to 
 reduce fuel bills
✓ Lifetime Warranty on 
 the Magic Heating Box®

Central Heating 
Management 

System 
Advanced Series  

ADVANCED SERIESMAGIC HEATING BOX®

CHMS Advanced Series, WRAS approved

GLOBUS® CLEANER 
1 litre – up to 12 radiators – Benchmark approved

GLOBUS® INHIBITOR 
1 litre – Energy Saving Trust recommended

GLOBUS® 2 PORT MOTORISED VALVE
96% more effi cient than standard spring valve

GLOBUS® PUMP
‘A’ Rated - 6 metre pump LED display - 130 mm - KTL coating

GLOBUS® CONTROLLER 
3 zone controller

GLOBUS® WALL THERMOSTAT
Digital touchscreen, Energy Saving Trust recommended

GLOBUS® PIPESTAT
Temperature reader 

GLOBUS® TRVs
Pack of 10 - liquid temperature sensor Solar Keymark approved

GLOBUS® LOCK SHIELD VALVES
Pack of 10 - matching white and chrome fi nish, bidirectional 
fl ow, can be mounted vertically or horizontally 

GLOBUS® BRASS/COPPER WORK
Auto air vent, gate valve, 1 inch brass plug x3, 
pump valves x2,  1 inch – 22 mm connector x4

GLOBUS® WIRING BOX 
3 relay junction box 

GLOBUS® CARPET PROTECTOR
25 metres
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The Central Heating 
Management System

60c

The engineer 
will manually 
reduce the 
boiler 
temperature 
to 60oc on 
commissioning.

Contact:

All specifi cations correct at the time of publishing. It remains the right of 
The Magic Thermodynamic Box Ltd® to change the specifi cation at any time in line 
with our policy of continuous product development. All rights reserved. E&OE.

www.magicthermodynamicbox.com

Specifications

Maximum Working Pressure

Maximum Operating Temperature

3 bar

90Oc

The Magic Heating Box®

•  Helps reduce common ailments in central heating 
 systems including air, noise, poor circulation and
 ineffi cient boiler performance.

•  Helps your central heating system work more 
 effi ciently.

•  Helps remove air from the central heating system 
 at the point of entry, reducing air locks in the 
 pipework and the need to bleed radiators. 

•  Helps increase the fl ow rate through a radiator. 

•  Helps reduce the temperature differential between 
 the top and bottom of a radiator. 

+44 (0)844 967 1500

ISO 9001 Certification 

Patent Pending

Manufactured to these standards Independently tested by Memberships
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ADVANCED SERIES


